FLOOR DOOR - ASF SERIES: NON-RATED SPECIFICATIONS:

The Maxam ASF series is a non-rated floor door with a non-slip aluminum tread plate door that sits flush with the floor. Frame Material: 1/4" (6.35 mm) Aluminum alloy c¢/w 1"
This diverse design can be cast in place with concrete or installed into wood framing in both new construction and retrofit (25 mm) anchor flange, built-in neoprene cushion and
applications. bituminous coating on outside of frame (cast in place
installation only)

Frame Depth: 3-%2" (89mm)

Door Material: 1/4" (6.35 mm) aluminum tread plate
Standard Finish: Mill finish

Hinge: Zinc plated steel hinge brackets with stainless steel
bearing and pin

Latch: Zinc plated steel with a removable brass cover plug,
operable from the top side by a removable "T" handle and
the underside by a spoon handle

Hold Open Arm: Zinc plated steel, painted red; stops
downward motion of door panel when open at 90°

Spring/Cylinder: 316 stainless steel gas spring cylinders
Live Load: 150lbs /sq ft (700 kg/ sq meter)
Sizes:

Minimum Size: 24" x 24" (610 mm x 610 mm)

WIDTH + 9" Maximum Size: 42" x 42" (1067 mm x 1067 mm) or

30" x 48" (762 mm x 1219 mm); hinge on length side

LENGTH + 9"

Clear Opening: Width - 5-%" (133 mm)
Tz%\ i Rough Opening: Width + 7" (178 mm); Height + 7" (178 mm)
= %’2 ORDER SIZE = FRAME INSIDE DIMENSION
WIDTH \ Must check 1 installation option below:
;,, [ /16" S%E OPTIONS: (CHECK ALL THAT APPLY)
f Cast in Place Concrete Install
4-{ " p3 — (Underside of frame to receive Bituminous coating. Anchor bolts are

supplied loose and must be attached to the holes provided in the
frame before casting the floor door in place.)

Wood Frame Install

Optional 316 Stainless Steel Hardware
ORDER SIZE W x L APPROX ORDER SIZE W x L APPROX _ .
(Inside Opening) WEIGHT (Inside Opening) WEIGHT* Optional 300 Ibs/sq/ft live load

inches | mm | kg | b |QTY| inches | mm | kg | Ib
24 x 24 610x610 & 29.94 66 36 x 30 914 x 765 42.64 95
24 x36 610x914 | 34.02 75 36 x36 914x 914 48.09 106
30x 30 765x765 @ 38.56 85 42 x 42 1067 x 1067 = 61.69 136
30x48 765x1219 | 55.34 122 Custom, Indicate Size
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FLOOR DOOR - ASF SERIES: NON-RATED

INSTALLATION: CONCRETE CAST-IN-PLACE

INSTALLATION: WOOD FRAMING
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It is the responsibility of the customer to communicate specifications and product performance requirements that are needed for their application. This document is intended to convey potential product configurations and offerings. It is not to be used
to imply or represent a specification or rating, of finished products shipped. Detailed, specific submittals can be created upon request. It is the responsibility of the customer to specify product accordingly to comply with local laws, codes, and ordinances.
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